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- A dSAT Digital Satellite Finder provides a simple and convenient
Wh ) >y N ® solution for setting up satellite dishes. Using the programmed
satellite parameters, you can quickly, easily and accurately

align any satellite dish.

Digital Satellite Finder
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(1) LNB Input
(2) LCD Screen

Displays satellite parameters and other technical.

(3) Working status indicator
(D Power:Power Indicator
@ CCTV/AV:
1)Steady green light means switch to CCTV function
2)Steady Red light means switch to AV function
13V/18V:Polarization voltage indicator

® ©@

Lock:Signal Lock Indicator , Steady light indicator means
Signal Lock , Blinking means the antenna is shorted

® Charge:

1)Steady light indicates that the battery is fully charged
2)Slow flashing indicates that the battery is charging
3)Fast flashing indicates battery failure

(4) Signal Quality Percentage Display

(5) IR:Remote control infrared receiver

(6) Speaker

(7) OK button:Confirm current operation
(8) Arrow keys

Up, down, left, and right buttons, press the button
to move the cursor up, down, left, and right

(9) Red key

(10) Green key

(11) Yellow key
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(12) Blue key

(13) 0-9:To input number setting finder

(14) Flashlight and Green key : Long press the button
to open or close the flashlight

(15) MENU:To show main meun or back to last OSD interface

(16) EXIT:Exit to from current menu or back to last interface

(17) CCTV/AV:Prss the CCTV/AV key, Switch to the CCTV
+AHD --AV IN --DVB Function

(18) INFO and Blue Key:Show information of current
program or Close the information display window

(19) Signal lock tone key

(20) Flashlight

(21) Battery cover

(22) ANT IN : DVB-T2 OR DVB-C

(23) LNB IN

(24) USB:Upgrade SW / PVR Function /USB Wifi/ SAT &TP
Edit upgrade

DC12V 2A IN : Charging

Power Switch
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2 THE MENU OPERA TION

* DVB-S2 * Network o A
* DVB-T2 * Tools e W =
* DVB-C * Media Center oo =

* Spectrum * System Setting

*

Loop Search

Press a/v «/» key to move the cursor,
and use OK key to entersubmenu. =
Press "Red key" to change the OSD Menu Sytles.

2.1 DVB-S2 bl
+ Finding

DVB-T2 DvB-G

Satellite: Press OK key to display
satellite list, and use A/V¥ keyto move “‘ﬂ” m

Spectrum Loop Search  Network

cursor, press OK key to confirm the setting. - 2 =
\I

LNB Frequency: Press OK key todisplay
LNB frequency list, and use A/ ¥ key to

. Finding .
move curSor,press OK key to confirm the
. IF'NQqu‘::iW: :;i‘:: > |013.0E  Unknow,DVB-S2
Settlng' Polary  « v . 26.05 b
. . mbolrate 45000 a
DiSEqC 1.0: Press OK key to display |osei-. on .| ™ -
X X DISEQC 1.1 « off » |MER:0.00 dB BER: 0.00 E-00
DlSEqC 1.0 port list, and use‘/v key tO | searen <« swenite » [sNR:0.00dB cnm: 0.00 dB
(5. ) (S

move cursor,press OK key to confirm ()
oo B Motor Setting [ Satellte List [l TP List

thesetting.
TP: Press OK key to display transponder list, and use A/ ¥ key to
move cursor,press OK key toconfirm the setting.
Satellite Search:Press € / P key toswitch scan mode first.
1.Satellite: Scan all transponder of the current satellite according to
data base;
2. Blind: Scan all transponder ofthe current satellite;
3.TP: Only scan the current transponder;
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* Antenna Setting

Satellite: Press OK key to display
satellite list, and use A/ ¥ keyto move
cursor, press OK key to confirm the
setting.

LNB Frequency: Press OK key
todisplay LNB frequency list, and use

Antenna Setting

Satellite 4 Telstar 18K

LNB Power h] On

LNB Frequency < 11300

22K 4 Off

DiSEqC 1.0 < off

DiSEqC 1.1 < Off >

TP <+ 12416 /V /45000 »

Start Search < Satellite >
N (25
(Quaiity ) [

W satelite List [ TP List W votorset [l Super Search

A/V key to move curSor,press OK key to confirm the setting.
22K: Press 4 / P key to switch 22K ON/OFF only under

C-band frequency.

DiSEqC 1.0: Press OK key to display DiSEqC 1.0 port list,
and use A/ V¥ key to move cursor,press OK key to confirm

thesetting.

TP: Press OK key to display transponder list, and use A/ ¥

key to move cursor,press OK key toconfirm the setting.

Satellite Search:Press 4 / P key toswitch scan mode first.

1.Satellite: Scan all transponder of the current satellite

according to data base;

2. Blind: Scan all transponder ofthe current satellite;
3.TP: Only scan the current transponder;

4.Super Blind: Scan all transponderof the current satellite.

And press OK key to start searching.

* Motor Setting

Here you can set the antenna to fixed
and motor.

Satellite: Press OK key to display
satellite list, and use A/ ¥ key to move

cursor, OK key to confirm the setting.

Motor Setting
atellit

Satellite

< elstar 5
« 12416 /H/ 45000 »
<

TP
Motor Type
Save Press OK

(Srengtr) IR (107
(Quaity ) R (5

B Motor Type
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TP: Press OK key to display transponder list, and use A/ wkey to

move cursor, OK key to confirm the setting.
Motor Type: Press 4 /P key to switch DiSEqC1.2/USALS

Save: Press OK to save the setting.

* Satellite List

You can see the presorted satellite list
in this menu, and press A keyto choose
the satellite which youwant to use,also,
you can delete/add/edit/search it

* TP List

You can see the presorted
transponder list of the current
satellite in this menu, press4/Pkey to
switch satellite,and press A/W¥ key to
choose the transponder which you want
to use, also, you can delete/add/edit/search
itaccording to the following tips.

* Constellation
Optional current satellite TP

signal status

* Satellite Tool

Satellite List

SAT Name Longitu Directi
1 Nilesat 7.0 W
2 Hotbird 13.0 E
3 Badr 4/5/6/7K 260 E
4 Thor 5/6/7 10w
5 Turksat 2A/3A 420 E
7 3B C 3.0 E
] 4A 4.0 _E
Strength) (N (s
(Quality
Woelcte WAdd W Edit W Search
Lo _FI] MAAntenna
TP List
Telstar 18K
1 12690 H 43200
2 12292 v 45000
3 12302 v 30000
4 12354 v 43000
5 12401 v 22425
3 12416 v 45000

BER: 1.00E-00 PWR: 49.69 dBuY SNR: 00048
(Strength) (G
(Quality ) [
WDelete WAdd W Edit W search
HAI [AAntenna

Constellation

Satellite

< 12703/H /9993 »

BER: 0.00E-00
PWR: -81.23dBm
SNR: 13.02dB

- O o2 o [ 5%

satellite Position

Satellite < Insat 4A K
Local Longitude « 025.0 E
Local Latitude “ 350 N
Sat Longitude 083.0E
Azimuth Elevation Polarization
[\.‘H Eg A ::1
B ) &
269.71 -8.60 55.00
W compass
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2.2 DVB-T2

Searching Setting for Country / FTA
Only /Auto Search /Manual Search and /

Antnna Power

Bandwidth Option:6M/7M/8M

2.3 DVB-C

Search Setting for Auto Search / Manual

Search / Full Search / main Frequency

* QAM Option:16/32/64/128/256

DVB-G

[HIH

Spectrum Loap Search Netwerk

| @ |

Media Center  System Setting

¢

r

Tools

Search Setting

Country - England L
FTA Only - 1 »
Auto Search Press OK
Antenna Power - off -
Manual Search
Channel “ 21 4
Frequency(MHz) 474.0
Bandwidth(M) < 8 >
Start Press OK
BER: 0.00E-00 PWR: 779 dBuV MER: 3.1548
45%
Menu

Tools System Setting

Search Setting

Manual Search

Auto Search PressOK
Full Search PressOK
Main Frequency PressOK

Frequency(MHz) 299.0
Symbol Rate(KS/s) 6875
QAM 4 64QAM >
Nit Search < OFF >
Start Press OK
BER: 0.00E-00 PWR: 779 dBuV MER: 3.1548
(Strengtr) (G
o ————













